Unique 80mm High Speed POS Thermal Printer

Features:

w»okh W=

application;
Support multiple 1D and QR code types printing;
Support multi international languages;
. SDK for Android available;
10. Reliable printer head with 100km life;

Unique appearance with reliable mould;

High Printing Speed up to 300mm/second;

Optional auto Cutter ;

Cord and cordless communication for options
Multiple interfaces available: USB, USB+Serial,
USB+ LAN, USB+ Serial+ LAN; and Wifi+USB,
Bluetooth+USB+LAN

6. Sound and light alarm supported suitable for kitchen

(Model No.: OCPP-88A)
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11. Compatible with EPSON ESC/POS commands.

Parameters:

Printing Method

Thermal line printing

Printing Character

576dots/line (default),
Characters :

512dots/line;
Simplified Chinese 24x24 point, support 18030 font library, support Taiwan
and HK traditional (complex font), ANK characters;

A: 12*24dots,1.5(W)*3.0(H)mm,;

Font B: 9*17dots,1.1(W)*2.1(H)mm
Simplified/Traditional : 24*24dots, 3.0(W)*3.0(H)mm
JUPC-A/UPC-E/JAN13(EAN13)/JAN8(EANS)/CODABAR/ITF/CODE39/CODE93/CO
Barcode Type

DE128, QR code

Printing Speed

250mm/sec for a single interface ,300mmy/sec for Double interface and three interfaces

Interface

USB, USB+Serial, USB+ LAN, USB+ Serial+ LAN, Wifi+USB, Bluetooth+USB+LAN

Printing Command

Compatible with EPSON ESC/POS commands

Win9X/ Window XP /Win2000/Win2003/Win Vista/ Win 7/ Win 8/win8.1/Linux,

Drivers compatible with ESPON, SDK for Android available.
Printing Width 79.5+0.5mm( print width 72mm)

Paper Diameter 83mm

Paper Thickness 0.06-0.08mm

Cutter Auto cutter (optional)

Printing Reliability 100km

Power DC24V/2.5A

Temperature 0-45 degree C

Contrast Humidity 10-80%

External Dimension 190*145*145(mm)
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Weight 1.60kg
P/N Description

OCPP-88A-U USB port, with auto cutter
OCPP-88A-UR USB+Serial port, with auto cutter
OCPP-88A-UL USB+Lan port, with auto cutter
OCPP-88A-URL USB+Serial+Lan port, with auto cutter
OCPP-88A-W Wifi+USB port, with auto cutter

Ordering information | QCPP-88A-BUL Bluetooth+USB+LAN, with auto-cutter
OCPP-88A-U0 USB port, without auto cutter
OCPP-88A-URO USB+Serial port, without auto cutter
OCPP-88A-ULO USB+Lan port, without auto cutter
OCPP-88A-URLO USB+Serial+Lan port, without auto cutter
OCPP-88A-W0 Wifi+USB port, without auto cutter
OCPP-88A-BULO Bluetooth+USB+LAN, without auto-cutter

Supported Languages:

Afrikaans Arabic (Tunisia)

Albanian Arabic(Yemen)

Arabic (algeriz) Basgue

English (British)
English (Canada)

English (Caribbean)

French (Switzerland) Latvian Spanish (Costa Rica)

German (Austria) Lithuanian Spanish (Deminican)

Cerman

Macedonian Spanish (Ecuador)

[Liechtenstein)

. . . . Cerman . .
Arabic{bahrain) Belarus English {lrish) (Luxembourg) Palish Spanish (Guatemala)
Arabic (Egypt) Bulgarian English (Jamaica) Cerman (Standard) Portuguese (Brazil) Spanish (Mexico)
Arabic(lran) Catalan English (New Zealand) German (Switzerland} Portuguese (Portugal)  Spanish (panama)

Arabic (lordan) Chinese (Singapore) English (South Africa) Creek Romanian Spanish (Paraguay)
Arabic (Kuwait) Chinese (Hongkong) English (US) Hebrew Russian Spanish (Peru)
Arabic(Lebanon) Chinese (PRC) Estonian Hun Serbian Spanish (Uruguay)
Arabic (Libya) Chinese (Taiwan) Faroese lcelandic Slovak Spanish (Wenezuela)
Arzbic (Morocco) Croatian Farsi Indonesian Slovenian Thai Language
Arabic {Oman) Czech Finnish Italian (Switzerland) Swedish Turkish
Arabic(Qatar) Il::lz:i'::];il:: French (Belgium) Italian Spanish (Argentina) Ukrainian
Arabic(Saudi Arabia) Dutch (Belgium) French (Canada) Japanese Spanish (Bolivia) Urdu
Arabic (Syria) Dutch (standard) French (Luxembourg) Korean Spanish (Chile) Vietnamese

Arzbic(UAE) English (&ustralia)

French (Standard)

Vietnamese Spanish (Colombia)

Power plug for option:

I 7

"N
”

Page 2 of 3

7
NS

DD
el

www.ocominc.com




Tag: thermal printer 80mm, QR code printer, 80mm bluetooth printer, 80mm wifi printer,.
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